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Conductive Bag—Revision D 

 

PRODUCT DESCRIPTION 
 

Reel Service Limited Conductive Bag is a bag 
manufactured from conductive carbon  
polystyrene. Designed to give ultimate         

protection for packaged components.  The bag 
can be heat sealed giving ultimate protection 

and is not affected by humidity  
 
 

WARRANTY 
 

All products come with a one year limited   

warranty.  

 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Disclaimer: 
The information provided is accurate to the best of the company's knowledge 

or is obtained by sources believed by the company to be accurate and does not 

imply any legally binding assurance. 

The Company reserves the right to introduce at any time improvement to the 

above product(s) without prior notice. 

 

BASE MATERIAL 
 
Black Conductive Polystyrene 
 
SUPPLY FORMAT OPTIONS 
 
RSL’s Conductive bags are available in a range of sizes to suit a variety of  
packaging requirements. 

  Materials Datasheet    Conductive Bag 

 

Standard and custom sizes available. 
  

Length 

Width 

PROPERTIES  

Unit of Measure 

Tensile Strength Mpa 13 

Elongation at Break % 390 

Surface Resistivity Ohms/square < 105 

Thickness Mm 0.3 

CUSTOMER SERVICE 

Our customer service and technical support teams can assist in all aspects of specifying and       

sourcing your entire in-house tape & reel material requirements including carrier tape, cover tape, 

reels & moisture protection products. 

For further assistance, please contact our Customer Service Department at the email address   

below. 


