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Humidity Indicator  Card  - Revision G 

 

PRODUCT DESCRIPTION 
 

Reel Service Limited can provide the complete 
set of packaging materials to ensure ultimate 
protection from Moisture and Static damage. 

 

Desiccants absorb any moisture within the 
MBB and the HIC indicates the humidity level 

when the bag is opened. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

Disclaimer: 
The information provided is accurate to the best of the company's knowledge 

or is obtained by sources believed by the company to be accurate and does not 

imply any legally binding assurance. 

The Company reserves the right to introduce at any time improvement to the 

above product(s) without prior notice. 

 

HUMIDITY INDICATOR CARD 

  Materials Datasheet    

SUPPLY FORMAT OPTIONS  

3 spot (5/10/15%) 125/tin 

3 spot (5/10/60%) 100/tin 

4 spot (10/20/30/40%) 100/tin 

6 spot (10/20/30/40/50/60%) 200/tin 

 

DESICCANT BAGS 
 
The desiccant supplied meet the requirements of MIL-D-3464, EIA583,  
J-STD-033 

SUPPLY FORMAT OPTIONS  

Material Non woven heat sealed fibre bag 

Size 85mm x 120mm (Approx) 

Quantity 300 bags per box 

Units 2 unit bag 

 

LABELS 
 
Moisture Sensitive Caution & Identification Labels available on request. 
  

CUSTOMER SERVICE 

Our customer service and technical support teams can assist in all aspects of specifying and       

sourcing your entire in-house tape & reel material requirements including carrier tape, cover tape, 

reels & moisture protection products. 

For further assistance, please contact our Customer Service Department at the email address   

below. 
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